
How to use the Radinn 
Universal Charger

Intended use
Connect the power cable to the power supply. Then connect the charging cable to the  

battery.  The digital display on the front panel will show in turn:  
 

AC XXX (Current AC input voltage), CPU X.XX (Corresponding software version number), b**  

(Current charging profile code) and           (Three lines will appear if the battery isn’t connected).

By pressing the Select button for one second at a time, the charger will switch between three 

different charging profiles. During charging the selected profile will show in the digital dis-

play together with chasing LEDs below. 

When the charging is complete all four LEDs show constant light. Disconnect the AC input 

cord from the wall outlet before disconnecting the charging plug from the battery.  

NEVER leave the charging plug connected to a fully charged battery.
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Default charging profile. 1100 Watts @ 120/230 Volt. 

Use only when the battery needs to be charged quickly (2 h).
2000 Watts @ 120 Volt,  2500 Watts @ 230 Volt.

Suitable for low output power sources such as inverters.  
450 Watts @ 120/230 Volt. 
Note: If an inverter is used to power the charger make sure it supplies a 
true sine waveform.
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3. Select Button 
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Charging profiles
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Safety information

ONLY use the charger with a compatible Radinn battery. Other usage may  cause 

personal injury and damage.

NEVER charge in sub zero environment or charge a frozen battery.

ALWAYS provide adequate ventilation during charging.

This appliance is NOT intended for use by persons (including children) with redu-

ced physical, sensory or mental capabilities, or lack of experience and knowledge,  

unless they have been given supervision or instruction concerning use of the appli-

ance by a person responsible for their safety.

ALWAYS make sure that children are supervised to ensure that they do not play 

with the appliance. 

ONLY connect the charger power cable to an outlet that has been properly instal-

led and grounded in accordance with all local codes and ordinances. 

DO NOT use ground adapters or modify plugs. 

DO NOT touch uninsulated portion of output connectors or uninsulated battery  

terminals. 

ALWAYS disconnect the AC supply before making or breaking the connectors to 

the battery.

DO NOT open or disassemble the charger. 

DO NOT operate this charger if the AC supply cord is damaged or if the charger 

has recieved a sharp blow, been dropped, or otherwise damaged in any way - refer 

all repair work to the manufacturer.



CE DECLARATION OF CONFORMITY

The following product have been tested and found in conformity with the EMC directive 2014/30/EU. 
Test standards: EN61000-6-4:2007+A1:2011, EN61000-3-2:2014, EN61000-3-3:2013, EN61000-6-
2:2005+AC:2005
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WEEE STATEMENT – WASTE OF ELECTRICAL AND ELECTRONIC EQUIPMENT

This symbol on the product or on its packaging means that the electronic product and its battery 
should not be treated as general household waste. Instead, it should be handed over to the applica-
ble collection point for the recycling of electrical and electronic equipment.  
By ensuring this product is disposed of correctly, you will help prevent potential negative consequ-
ences for the environment and human health, which could otherwise be caused by inappropriate 
waste handling of this product. The recycling of materials will help to conserve natural resources. 
For more detailed information about recycling of this product, please contact your local city office, 
your household waste disposal service, the shop where you purchased the product or by contacting 
your Radinn retailer.

FCC CERTIFICATE OF CONFORMITY   

This device complies with Part 15 of the FCC rules. Operation is subject to the following two condi-
tions: (1) This device may not cause harmful interference, and (2) This device must accept any inter-
ference received, including interference that may cause undesired operation.
Referenced standard FCC Part 15, Subpart B, Class A; ANSI C63.4-2014

For complete declarations please visit: 
support.radinn.com


